


























































E-Seri es' U ltrason ic Meter
Product Dato Sheet

SPECIFICATIONS

MATERIALS

E-Series Ultrasonic Meter Size 5/8 in. (16 mm) 518x314in.
(16 x 19 mm) 3/4 in. (19 mm) 1 in. (25 mm)

Operating Range 0.1 ...25 gpm
(0.02...5.7 m3/hr)

0.1 ...25 gpm
(0.02...5.7 m3/hr)

0.1 ...32 gpm
(0.02...7.3 m3/hr)

0.4..s5 gpm
(0.09...12.5 m3/hr)

Extended Low-Flow Rate 0.05 gpm
(0.01 m3/hr)

0.05 gpm
(0.0i m3/hr)

0.05 gpm
(0.01 m3/hr)

0.25 gpm
(0.06 m3/hr)

Maximum Continuous Operat¡on 25 gpm
(5.7 m3/hr)

25 gpm
(5.7 m3/hr)

32 gpm
(7.3 m3/hr)

55 gpm
(12.5 m3/hr)

Pressure Loss 4.3 psi at l5 gpm
(0.3 bar @ 3.4 m3/hr)

2.3 psi at 15 gpm
(0.16 bar @ 3.4 m3/hr)

2.0 psi at 15 gpm
(0.14 bar @ 3.4 m3/hr)

1.8 psi at 25 gpm
(0.12 bar @ 5.7 m3/hr)

Reverse Flow - Maximum Rate 4 gpm
(0.9 m3/hr)

4 gpm
(0.9 m3/hr)

4 gpm
(0.9 m3/hr)

9 gpm
(2.0 m3/hr)

Operating Performance

ln the normal temperature range of 45...85'F (7...29'c), new meter consumpt¡on measurement
is accurate to:
. +1.5olo overthe normal flow range
. +3.0olo from the extended low flow range to the minimum flow value

Storage Temperature - 40... r40' F (- 40...60. c)

Maximum Ambient Storage
(Storage for One Hour) 1 s0' F (72'C)

Measured-Fluid Temperature Range 34...14O" F (1"...60. C)

Humidity 0 1 007o condensing; meter is capable of operati ng in fully submerged environments
Maximum Operating Pressure of
Meter Housing

'I 75 psi (12 bar)

RegisterType Straight reading, permanently sealed electronic LCD; digits are 0.28 in. (7 mm) high

Register Display

. Consumption (up to nine digits)

. Rateofflow

. Alarms

. Unit of measure factory programmed for gallons, cubic feet and cubic meters

Register Capacity
10,000,000 gallons
'1,000,000 cubic feet
100,000 cubic meters

Totalization Display Resolution
Gallons:O.XX
Cubic feet:0.XXX
Cubic meters: 0.XXXX

Battery 3.6-volt lithium thionyl chloride; battery is fully encapsulated within the reg¡ster housing and
is not replaceable;20-year battery life

PHYSICAL DIMENSIONS

Measurement Designations

PRESSURE LOSS CHART
Rate of Flow in gallons per minute (gpm)

E-Series Ultrasonic Meter Size 5/8 ¡n. (16 mm) 5/8 x 3/4 in.
(t6x 19 mm) 3/4 in. (19 mm) 1 in. (25 mm)

Size Designation X Lay Length 5/8x7-1/2in.
(16x 191 mm)

5/8x3/4 x7-1/2in.
(16x 19x 191 mm)

3/4x7-"1/2in.or
3l4x9in.

(19 x 191 mm or
'19 x 229 mm)

lx10-3/4in.
25 x 273 mm)

Weight (without AMR) 2.2|b (1 kg) 2.1 lb (.9s kg)

3/4x7-1/2 in.:2.1 lb
3l4x9in.:2.4lb

(20 x 190 mm.:0.95 kg or
2Ox229 mm: 1.08 kg)

3.1 lb (1.4 kg)

See illustration below for Measurement Des¡gnations.

Length (A) 7.5 ¡n. (191 mm) 7.5 in. (191 mm)
7.5 ¡n. or 8.98 in.

(191 mmor228mm) 10.745 in (273 mm).

Height (B ) 2.4O4in. (61 mm) 2.404in.(61 mm) 2.404in.(61 mm) 2.529in. (64 mm)

Height (C) 3.014 in. (77 mm) 3.014 in. (77 mm) 3.094 ¡n. (79 mm) 3.359 in. (85 mm)
width (D) 3.898 in. (99 mm) 3.898 in. (99 mm) 3.898 in. (99 mm) 3.898 in. (99 mm)

Bore Size 5/8 in. (16 mm) 3/4 in. (19 mm) 3/4 ¡n. (19 mm) 1 in. (25 mm)
Coupling Nut & Spud Thread 3/4in.x 14 NPSM I in.x11-1/2NPSM 1in.x11-l/2NPSM 1-1/4in.x 11-ll2 NPSM

Tailpiece Pipe Thread (NPT) 1/2 in. (13 mm) 3/4 in. (19 mm) 3/4 in. (19 mm) I in. (25 mm)
Service Pipe Thread (NPT) l/2 in. (13 mm) 3/4 in. (19 mm) 3/4 in. (19 mm) 1 in. (25 mm)
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Meter Housing 3 16 stainless steel

Measuring Element Pair of ultrasonic sensors located in the flow tube
Register Housing & [id Engineered polymer

Metering lnsert Engineered polymer & stainless steel

Transducers Piezo-ceramic device with wetted surface of stainless CrNiMo

13

72

11

10

Eg
!ao-
ô
lr6
5
o
Ë4

3

2

1

0

Flow Rate ln tpm

0 10 20 30 40 50 50

Page 2 ESM-DS-00675-EN-07 April20l7 April2017 ESM-DS-0067s-EN-07 Poge j




























































































